PagePro 1100 





Affordable, compact monochrome 
office printer 

Up to 1200 x 600 dpi resolution 
10 pages per minute letter/A4 
Office-smart 


MINSUA 
QmMs 


The essentials of imaging 





www. minolta-qms.com 


r Fast, affordable, small office 
workgroup printer 
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Growing a Business? PagePro 1100L 

Your small business won’t stay small forever. But for Designed especially for Windows® systems, the 

now, you’re dealing with limited budgets. Need a PagePro 1100L is the ideal tool for easy production of 
printer that can deliver high-quality documents but still business documents. Whether you need one page or a 
function within your limits? hundred, the PagePro 1100L can deliver them with a 
The PagePro™ 1100 printers are your solution to professional appearance you’d expect from systems 
maintaining a professional image without draining your costing much more. 


bank account. These fast 10 page-per-minute printers 
produce monochrome business documents with up to 
1200 dpi resolution for an unbelievable purchase 
price. No longer do you have to settle for the slow 
speed and messy output of ink jet printers. 





PagePro 1100L PagePro 1100 
(with optional paper input and optional paper output) 


Working in a Workgroup? 


You and your colleagues need a printer that won’t 
keep everyone waiting. You also need network 
capability for easy sharing. The PagePro 1100 
printers can help. They’re fast. 10 pages per 
minute. They’re high quality. Up to 1200 dpi. 
They’re shareable. The PagePro 1100 printer 
even offers a Fast Ethernet upgrade. Printing 
documents of various sizes? The PagePro 1100 
printers have the versatile paper-handling capacity 
to take care of everyone’s needs. And they’re 
very simple to use. All drivers and monitoring 
utilities come with the printers. Best of all, 
they’re very affordable. 


The Perfect Printing solution 


10 pages per minute 

e up to 1200 x 600 dpi resolution 

° up to legal (216 x 355 mm) size documents 
® print on paper, transparencies, labels, 


thick stock, envelopes 





PagePro 1100 


© When your office needs a printer that can take on the work- 
load of the entire team, you need the PagePro 1100. 


© Its fast print speed and 15,000 monthly duty cycle make it 
perfect for printing multiple copies of large documents. 


© For heavier demands of multi-user small office 
environments, equip the PagePro 1100 with a network 
interface and an extra paper tray for extended printing. 


e high-capacity toner cartridge 
® expandable paper capacity 


e Easily shared through Windows® or 


Ethernet® interface 


e Windows Plug and Play 
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PagePro 1100 - Technical 


Printing Process 


Print Method: electrophotographic laser 


Print Speed: 10 ppm letter/A4 


Resolution: 


PagePro 1100L: 600 x 600 dpi 
PagePro 1100: 1200 x 600 dpi 


Maximum Duty Cycle: up to 15,000 prints per month 


Hardware and Software Capabilities 


Processor Type: 


PagePro 1100L: Mitsubishi M38073M4 


PagePro 1100: 75 MHz PowerPC 


Memory: (See table below) 
PagePro 1100: 1 DIMM slot 
Compatibility: 


PagePro 1100L: Windows 95/98/2000/Me and NT 4.0 


PagePro 1100: PCL 6 


Interface Support 
Standard Interfaces: 


PagePro 1100: IEEE 1284 parallel (ECP) 

PagePro 1100L: IEEE 1284 parallel (ECP) 

Optional Interfaces: PagePro 1100: Ethernet (10/100BaseT) with 
PageScope Web-based Printer Management 


Paper Handling 


Paper Size Support: Letter, Legal, Executive, A4, A5, B5 (JIS); 
Com 10, DL, B5, C5, and Monarch envelopes 
Standard Paper Input: 150-sheet multipurpose tray, 


single-sheet manual input tray 
Optional Paper Input: 500-sheet tray (Supports either letter, legal, or A4) 


Standard Paper Output: 100-sheet face-down bin 

Optional Paper Output: 20-sheet face-up bin 

Copying: SC-110 digital copier/scanner (optional) 

Printable Area: 4 mm from all page edges 

Maximum printable area: 8.19" x 13.7" (207.9 x 347.6 mm) 
Print Media: Plain, copier, bond, and recycled paper; 
transparencies, labels, envelopes, thick stock 


Paper Weights: 


Plain paper: 16 to 24 lb. Bond (60 to 90 g/m?) 
Thick stock: Up to 90 Ib. Index (163 g/m?) 


Model Specific Features 


Physical 

Type: Laser printer with internal controller 

Dimensions (W x D x H): 14.2" x 8.75" x 10.2" (361 x 222 x 259 mm) 
Weight: 15.4 Ib (7 kg) 


Electrical 

Power Requirements: 120 V, 50-60 Hz (220-240 V, 50-60 Hz) 

Power Consumption (120 V): 690 W max. (< 15 W in stand-by mode) 
Power Consumption (220 V): 700 W max. (< 15 W in stand-by mode) 
Energy Conservation Mode: < 5 W 

Energy Star* Compliant 


Environmental 

Temperature Requirements: 

Operating: 50° F to 95° F (10° C to 35° C) 
Non-Operating: 32° F to 95° F (O° C to 35° C) 
Humidity: 

Operating: 15 to 85% 

Non-Operating: 10 to 85% 

Noise Level: 

Operating: 47 dBA or less; Standby: 30 dBA or less 


Regulatory/Safety Conformity 
FCC-B, DOC B, CE Marking, UL, CSA, C-Tick 


Consumables* 

Standard Toner Yield: up to 3,000 pages (letter, A4) @ 5% coverage 
Drum Yield: up to 20,000 pages (letter, A4) @ 5% coverage 
Longlife Toner Yield: up to 6,000 pages (letter, A4) @ 5% coverage 


Typefaces 

PagePro 1100L: Standard Windows 95/98/2000/Me or NT fonts 
PagePro 1100: 45 outline, 1 bitmap, 80 Intellifont and 
TrueType® fonts for Windows 


Warranty Period and Conditions 
One year exchange (not available in all areas) 


1 The stated life expectancy of each consumable in your printer is based on printing under specific operating 
conditions such as page coverage for a particular page size (5% coverage of letter). The actual consumables 
life will vary depending on the use and other printing variables including page coverage, page size, media 
type, continuous or intermittent printing, ambient temperature and humidity. 





Features/Model PagePro 1100L PagePro 1100 
Print Speed up to 10 ppm up to 10 ppm 
Resolution 600 x 600 dpi 1200 x 600 dpi 
MICROSOFT. 
WINDOWS. Standard Memory 4 MB 4 MB 
Maximum Memory 4 MB 132 MB 
Fat Processor Mitsubishi M3807 PowerPC 75 MHz 
é Compatibility Windows 95/98/2000/Me/NT 4.0 PCL® 6 
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ly Standard Paper Input 150 sheets +1 150 sheets + 1 
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Energy Star compliance does not represent an EPA endorsement of any product or service. 





